a b s t r a c t
According to World Health Organization guidelines, corrosion control is an important aspect of safe drinking-water supplies. Water always includes ingredients, dissolved gases and suspended materials. Although some of these water ingredients is indispensable for human beings, these elements more than permissible limits, could be endanger human health. The aim of this study is to assess physical and chemical parameters of drinking water in the rural areas of Lordegan city, also to determine corrosion indices. This cross-sectional study has carried out with 141 taken samples during 2017 with 13 parameters, which has been analyzed based on standard method and to estimate the water quality indices from 
Value of the data
Selecting the most realistic appropriate index, is one of the most sophisticated stages of water stability evaluations.
The results of this study clearly indicated that with appropriate selection of input variables, ANFIS as a soft computing approach can estimate water quality indices properly and reliably.
ANFIS approach is also extensile to solve, the other problems related to manage of the groundwater quality in agriculture and drinking water sectors such as nitrate, sulfate and etc.
Considering present study, many of rural drinking water supply reservoirs, need to pay attention to achieve Iran national water quality standards.
Data
The Table 1 shows Pearson's correlation factors between chemical water quality parameters and water indices and Table 2 
Experimental design, materials and methods

Study area description
Chaharmahal and Bakhtiari province is one of the 31 provinces of Iran. Lordegan is a city in Chaharmahal and Bakhtiari Province, Iran that coordinates is: 31°30′37″N 50°49′46″E.
Materials and methods
Sample collection and analytical procedures
This cross-sectional study has carried out with 141 taken samples during 2017 with 13 parameters, which has been analyzed based on standard method [1] [2] [3] [4] [5] [6] [7] [8] .
Description of ANFIS
With introduction of fuzzy inference systems to the world of research, because of the great features of these methods in the control systems, as well as simple expression of the variables in terms of linguistic variables, use of this method in many applications was developed and expanded quickly. But designing a powerful fuzzy inference system, which needs to determine appropriate membership functions and fuzzy rules, is not easy, and mainly will be possible with a lot of trial and error and with the involvement of experts' comments in order to achieve the best performance, and in some cases, identification of all the rules is impossible. For this reason, the idea of using learning algorithms of the artificial neural network was introduced for fuzzy systems. ANFIS is an adaptive neural fuzzy inference system which was first proposed in 1993 by Jung. The system is an intelligent hybrid method, which uses features of the TakagiSugeno fuzzy inference system and adaptive neural network [9] [10] [11] . ANFIS, using artificial neural network learning algorithms, including gradient descent algorithm and back-propagation algorithm leads to improve fuzzy system rules. ANFIS, because of having the adaptive fuzzy system parameters compared with artificial neural network, is trained faster, and usually provides better results. Schematic structure of ANFIS, with two input variables and an output variable, which lead to the Sugeno model, is shown in Fig. 1 . Two rules (Eqs. (1), (2)) in the Sugeno fuzzy model can be written as follows:
If x is A1 and y is B1 then f1
If x is A2 and y is B2 then f2
Generally, the structure of an ANFIS model has 5 distinct layers, and each of these layers plays a special role. In the first layer, every node i, according to Eq. (3), is known as a comparative node, and the outputs of this layer represent the degree of membership assigned to inputs in the fuzzy form.
In the above equation, x is an input variable to node i and Ai is small, large… linguistic labels, that are associated with the node function. In other words, O 3 is membership function of fuzzy set A, which the input variable x has certain circumstances in it. Membership function A, can be Gaussian function or triangular membership function and so on. The membership function parameters that are used in this layer are known as the first parameter. In MATLAB, using genfis1 and genfis2functions, you can create a fuzzy inference system, which covers the first layer of ANFIS [9, 12] . In the genfis1 function, to create a fuzzy system, there is to need to specify the number and type of membership function well. However, genfis2 function creates this fuzzy system using Subtractive clustering. In this study, genfis2 function is used with Gaussian membership function and Subtractive clustering to create the fuzzy system. In the Subtractive clustering, it is assumed that all data have candidate for clustering center according to the density of the surrounding data. So, using the following Eq. (4), we can have a measure of density of data xi. 
Here, ra is a positive constant, which indicates the radius of the neighbored radius. Therefore, a data with the greatest amount of density (Di), has more the number of data points which are located in the surrounding neighborhood. First cluster center Xc1 is dedicated to data that has the highest density Dc1. The density value of each data point xi is modified as follows Eq. (5) [9] [10] [11] [12] .
Here, rb is a positive constant, and defines a neighborhood, which has a significant reduction in the amount of density. Therefore, the numbers of data points that are located near the center of the first cluster xc1 significantly reduce the amount of density. After correcting the density function, the next cluster center is belonged to a data which has maximum density. This process continues until a sufficient number of clusters are reached. In the second layer of ANFIS, the outputs of the first layer are combined. As a result, the output of this layer can be written according to Eq. (6). Here, each output node burning represents the firing strength of a rule. The next layer is the second layer, which normalizes the output of before layers output, and calculates the firing strength 
And finally, for the output of layer 5, which is the final output of the ANFIS system, we can write Eq. (9) [9] [10] [11] [12] .
